Chains

Restored Corner for Oregon State Board of Forestry

Section corner common to Sections 1, 2, 35 and 36
T. 3 & 4 N., R. 8W., M.M., Tillamook & Clatsop
County, Oregon.

Original

Basalt stone 16" x 8" x 7" (now 5" x 6" x 8") with 5 notches
on one side and one on other, out of place) from which a:

30" Fir bears 56°54'45" E 3 1/2 lks.; now 30" snag, scribes
T 48 R 36 S 36 visible on charred face.
72" Fir bears S 57°23'20" W 20 lks.; now 66" snag, scribes
T 58 R 36 S 36 visible on pieces of face lying on
ground under rotted out face.
8" Maple bears S 75°57' W 7/8 lks.; now missing, Maple
always in vicinity.
30" Fir bears W 70°31' W 36 lks.; now 30" snag, edges of
rotted out face visible, no scribes remaining.

Restored

Set original stone in place, with 5 notches on W. face
and 1 on E. 5 inches in ground, in mound of stone,
and from which a:

13" Fir bears 36°50'4 W 16.0 ft.; scribed T3N R26 S2 BT.
14" Fir bears N 5°20' W 11.6 ft.; scribed T36 N 26 R W 36 BT.
13" Fir bears S 10°43' E 19.4 ft.; scribed T36 N 26 R W 36 BT RS 39.
12" Fir bears S 35°58' E 21.0 ft.; scribed T36 N 26 R W 31 BT.

Oregon State Board of Forestry metal location post on
36" Fir BT.
Set 4"x4"x36" white painted Cedar post 1 ft. NE of
stone corner.

Dated November 1, 1956

Restored by [Signature]

Richard Harris, Transitman
under my direction.

Registered Oregon Land Surveyor

[Signature]

Present and witnessed by Lloyd Geraths
Robert Storen

Book 2

362