Numbers in circle indicates classification of corners as of July 19.48.

0 - Original corner - An existent corner, verified by evidence of bearing trees or testimony.
1 - Restored obliterated or reestablished lost corner by party other than L.F. Co.
2 - Restored obliterated corner by L.F. Co.
3 - Reestablished lost corner by L.F. Co.
4 - Established subdivision corner by L.F. Co.

TOWNSHIP NO. 279
For Sale by Kilham Stationery & Printing Co., Portland, Oregon

<table>
<thead>
<tr>
<th>Township No.</th>
<th>1 North</th>
<th>Range</th>
<th>10 West</th>
<th>E. W. M.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Tillamook</td>
<td>County,</td>
<td>Oregon</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>0</th>
<th>1</th>
</tr>
</thead>
<tbody>
<tr>
<td>2</td>
<td>3</td>
</tr>
<tr>
<td>4</td>
<td>5</td>
</tr>
<tr>
<td>6</td>
<td>7</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>8</th>
<th>9</th>
<th>10</th>
</tr>
</thead>
<tbody>
<tr>
<td>11</td>
<td>12</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>13</th>
<th>14</th>
<th>15</th>
</tr>
</thead>
<tbody>
<tr>
<td>16</td>
<td>17</td>
<td>18</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>19</th>
<th>20</th>
<th>21</th>
</tr>
</thead>
<tbody>
<tr>
<td>22</td>
<td>23</td>
<td>24</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>25</th>
<th>26</th>
<th>27</th>
</tr>
</thead>
<tbody>
<tr>
<td>28</td>
<td>29</td>
<td>30</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>31</th>
<th>32</th>
<th>33</th>
</tr>
</thead>
<tbody>
<tr>
<td>34</td>
<td>35</td>
<td>36</td>
</tr>
</tbody>
</table>
Township 1 North, Range 10 West

Section corner 2 1 T. 1 North, Range 10 West. Found Hemlock B.T. and spruce B.T. at section corner 2 1. Spruce B.T. did not agree for bearing as recorded in original field notes. Also found an iron pipe at corner set by unknown. Scribed following trees:

26" spruce N 76 deg. W. 31.5' S 2 B.T. Yellow tag
30" hemlock S 2 E. 24.8 S 12 B.T.
26" spruce S 25 W. 58.0 S 11 B.T.

Scribed by O. R. Miller of LFCo.

Witnesses: Ed. Erickson
O. B. Jackson
Wm. Jordan

July 18, 1950

1/16 corner 4 tallies north of Sec. corner 2 1 T. 1 North, Range 10 W. Set by proportional measurement by LFCo. and referenced as follows: Set iron pipe for corner.

14" Alder N 36° W 15.5' 1/16 S 2 B.T. Y.T.
6" S 88° E 26.1' 1/16 S 1 B.T. Y.T.

Scribed by: W. L. Robinson of LFCo.
Witness: Jim Rodgers
O. B. Jackson

Var. 3° 30'E. June 26, 1951

1/16 Cor. 4 tallies north 1/4 corner 2A T. 1 N R 10 W. Set by proportional measurement by LFCo. Set an iron pipe for 1/16 corner and referenced as follows:

34" Hem. S 70° E 7.4 1/16 S 1 B.T. Y.T.
42" spruce N 57° W 17.1 1/16 S 2 B.T. Y.T.

Scribed by: O. R. Miller of LFCo.
Witness: W. L. Robinson
O. B. Jackson
Jim Rodgers

Var. 20° E. June 26, 1951

Found original spruce B.T. and hemlock B.T. for Sec. cor. 21 26 T. 1 and 2 W. R 10 W. Set an iron pipe for sec. corner and referenced as follows:

14" hemlock N 67° W 29.7' S 35 B.T. Y.T.
24" S 24 W 31.8' S 2 B.T.
14" S 54 E 15.1' S 1 B.T. Y.T.
16" spruce N 60 E 35.5' S 16 B.T.

Aspect North at corner and 620 feet north top of ridge ENE.
Scribed by O. R. Miller, LFCo.
Witness: W. L. Robinson
O. B. Jackson
Jim Rodgers

Var. 29° E June 21, 1951
Township 1 North, Range 10 West

Section corner 2.1 T. 1 North, Range 10 West. Found Hemlock

B.T. and spruce B.T. at section corner 2.1. Spruce B.T. did not
agree for bearing as recorded in original field notes. Also found
an iron pipe at corner set by unknown. Scribed followingTweet:

16" spruce S 70 deg. W 31.6' S 2 B.T. Yellow tag
10" hemlock S 2' E 24.8 S 12 B.T.
16" spruce S 65' E 38.0 S 11 B.T.

Scribed by Q. E. Miller of LFGo.

Witnesses: Ed. Erickson
            O. B. Jackson
            Wm. Jordan

July 18, 1950


1/16 corner 4 tallies north of Sec. corner 2.1 T. 1 North, Range 10 W. Set by:

proportional measurement by LFGo. and referenced as follows: Set iron pipe for
corner:

14" Alder E 36 W 15.5' 1/16 B. 2 BT TT
6" E 18 E 26.1 1/16 B. 1 BT TT

Scribed by: W. L. Robinson of LFGo.

Witness: Jim Rodgers

Jun. 21, 1951


1/16 Ov. 4 tallies north 1/4 corner 2.1 T. 1 W E 10 W. Set by proportional
measurement by LFGo. Set an iron pipe for 1/16 corner and referenced as follows:

14" Hem. S 70 W 5.4 1/16 B. 1 B.T. Y.T.
12" spruce S 57 W 17.1 1/16 B. 2 B.T. Y.T.

Scribed by: Q. E. Miller of LFGo.

Witness: W. L. Robinson
            O. B. Jackson
            Jim Rodgers

Jun. 26, 1951


Found original spruce B.T. and hemlock B.T. for Sec. cor. 23 35 T. 1 and 2 N.,
and 10 W. Set an iron pipe for sec. corner and referenced as follows:

14" hemlock N 67' W 29.7' S 35 BT TT
14" E 24 W 31.8 S 2 BT
14" E 34 E 16.1 S 1 BT TT
16" spruce N 60 E 35.5 S 36 BT

Aspect North at corner and 620 feet north top of ridge SW.

Scribed by Q. E. Miller, LFGo.

Witness: W. L. Robinson
            O. B. Jackson
            Jim Rodgers

Jun. 21, 1951
Section IV

TOWNSHIP 1 NORTH, RANGE 10 EAST

S. 1/4

Sec. corner 2 1/2 N 1/4

TO 1 North, Range 10 West.

Found hemlock B.T.

and spruce B.T. at section corner 2 1/4 S 1/2 E.

Spruce B.T. did not mark.

Plotted by C. E. Miller, L.F. Co.

for bearing as recorded in original field notes. Also found an iron pipe at corner set by unknown. Scribed following trees:

50° spruce N 70° E 32.5' S 2 E, Yellow tag
50° hemlock S 1/4 E 24.0' S 1/4 E
50° spruce S 1/4 E 28.0' S 1/4 E

Scribed by C. E. Miller, L.F. Co.

Witnesses:

E. Erickson, O. M. Jackson

Jim Jordan

July 18, 1950

1/16 corner 4 tallies north of sec. corner 2 1/4 N 1/4 W, S. 10 W. Set by 21/2

proportional measurement by Longview Fiber Company and referenced as follows.

Set iron pipe for corner.

16° Alder W 26' 19.5' 1/16 B 1 1/2 E, E.T.
6° 4' S 26' 26.1 1/16 B 1 1/2 E

Scribed by W. L. Robinson of L.F. Co.

Witnesses:

Jim Jordan

E. J. Jackson

May 23, 1951

1/16 Corner 4 tallies north 1/4 corner 2 1/2 N 1/4 W, S. 10 W. Set by proportional

measurement by L.F. Co. Set an iron pipe for 1/16 corner and referenced as follows:

50° hemlock S 70° E 7.4' 1/16 B 1 1/2 E, Y.T.
40° spruce W 37' V 17.1 1/16 B 2 8 E, Y.T.

Scribed by C. E. Miller of L.F. Co.

Witnesses:

W. L. Robinson

O. M. Jackson

Jim Jordan

May 30, 1951

Sec. corner 2 3/4 N 1/2 W, 1 and 2 North, Range 10 W. Found original spruce B.T.

2 1/4

and hemlock B.T. for section corner 2 1 N 1/2 W, S. 10 W.

Set an iron pipe for section corner and referenced as follows:

14° hemlock N 67° E 29.7' S 35 B.T., Y.T.
21° 4' S 24° W 31.6' S 2 B.T.
14° 4' S 24° E 16.1' S 1 B.T. Y.T.
16° spruce N 60° W 35.5' S 36 B.T.

Aspect North at corner and 620 feet north top of ridge B & W.

Scribed by C. E. Miller of L.F. Co.

Witnesses:

W. L. Robinson

O. M. Jackson

Jim Jordan

May 23, 1951