| Chains | 0.56 | Top of ascent, slopes W.; descend 160 ft. over NW. slope, changing to N. slope. |
| 7.63 | The ¼ sec. cor. of Section 1E only, recorded and re monuments by the Oregon State Board of Forestry with an iron post, 1½ ins. diam., protruding 12 ins. above ground, firmly set, in mound of stone, 3 ft. base, to top, with 3 in. bronze cap and: |
| Oregon State Board of Forestry | ¼ 3 18 |
| 1935 | RE 2311 |

from which the original bearing trees:

- A hemlock, 52 ins. diam., bears N. 32° E., 46 lks. dist., with scribe marks ¼ S BT visible on opened blaze. (Record N. 40° E., 48 lks. dist.)

- An alder, 30 ins. diam., bears N. 77½° W., 40 lks. dist., with no scribe marks remaining on rotted blaze. (Record bearing; N. 79° W.)

The original basalt cornerstone, 18 x 12 x 11 ins., has been reset alongside the iron post.

- A tree marked by the County Surveyor in 1932:
  - A hemlock, 45 ins. diam., bears N. 16° W., 80 lks. dist., with scribe marks ¼ CS visible on partially healed blaze.

- A tree marked by the Oregon State Board of Forestry in 1935:
  - A hemlock, 62 ins. diam., bears N. 52½° E., 102 lks. dist., with scribe marks ¼ 818 BT RE2311 visible on partially healed blaze.

Add marks BLM 1958 to the bronze cap.

The corner falls in a creek, 2 lks. wide, course NW.

N. 1° 19' E., beginning new measurement.

Ascend 13 ft. over SW. slope.

1.00 Top of ascent, slopes N. 30° W.; descend 40 ft. over NW. slope.

4.35 Left bank of Wilson River, course S. 30° W.

7.00 Right bank of river; ascend 73 ft. over SE. slope.

13.53 Telephone line, bears N. 25° E. and S. 25° W.

13.75 Oiled State Highway No. 6, 35 lks. wide, bears N. 25° E. and S. 25° W.

14.85 Power line and fence, bear N. 25° E. and S. 25° W.

13.70 Fence, bears N. 70° W. and S. 70° E.

16.60 Branch, 2 lks. wide, course S. 70° E.; ascend 136 ft. over steep rocky SE. slope.

22.86 Ravine, course SE.; ascend 260 ft. over steep rocky S. slope.