TOWNSHIP 8 NORTH, RANGE 9 WEST

NE 1/16 CORNER, SECTION 6, T1N, R9W

Drove ¾" Iron Pipe for the Corner; established by L.F. Co.

Referenced the following:
17" Hemlock bears N 18°W 2.9 ft. "NE 1/16 S6°
12" Fir bears N 36°E 21.5 ft. "NE 1/16 S6°

Corner is 105 ft. South of Creek, course West.
Corner is on rocky point 75 ft. East of slide area, 200 ft. Below top of Ridge.

Var. 21°30'

REFERENCED BY: W. JORDAN, L.F. Co.

JULY 19, 1962

WITNESS: R. STEWART

S-N 1/16 CORNER, SECTION 6, T1N, R9W

Drove ¾" x 30° Iron Pipe for Corner; established by L.F. Co.

Referenced the following:
12" Hemlock bears S 72°W 3.5 ft. "CN 1/16 S6°
62" Spruce bears N 62°W 31.2 ft. "CN 1/16 S6°

Corner is 150 ft. North of Creek.

Var. 21°30'

REFERENCED BY: W. JORDAN, L.F. Co.

JULY 20, 1962

WITNESS: R. STEWART

1/4 CORNER, SECTIONS 6, T1N, R9W

Corner restored by proportionate measurement by L.F. Co.

Set ¾" x 35° Pipe on very steep North slope approximately 1 tally South of Creek, course West.

Scribed the following B.T.'s:
12" Fir bears N 16°E 11.35 ft. " 36° S. NAIL, L. WASHER, Y. TAG
9" Fir bears N 74°W 13.00 ft. " 36° S. NAIL, L. WASHER, Y. TAG

Scribed by: W. BREWER, L.F. Co.

JULY 12, 1967

WITNESSES: R. BASS, R. McCOLLAM

BOOK 3