RE WITNESSED CORNER FOR STATE OF OREGON—DEPARTMENT OF FORESTRY

Section corner common to Sections 10, 11, 14 and 15, T2N, R7W, W.M., Tillamook County, Oregon.

ORIGINAL

Basalt stone, 15" x 12" x 8" (reset on North side of 1" iron pipe (see below) in place, from which a:

50" Larch bears N75°E 85 1ks.; now a 54" stump with original BT scribes visible, also rescribes W511 visible
48" Larch bears S75°E 59 1ks.; now a 55" uproot with rotted out face.
18" Hemlock bears S42°W 39 1ks.; now a 24" stump with original face chopped out and rescribed T2N R7W S15 BT, aluminum nail in face.
50" Fir bears N46°W 20 1ks.; now a 50" stump with aluminum nail in face.

RESTORATION by unknown party.

1" iron pipe with 2" cap in place of original stone which was placed on North side of iron pipe (in place).

RE WITNESSED

Var. 214°E

From above corner monument in mound of rock, a:

7" Fir bears S49°-3/4°E 6.4 ft. to face; scribed T2N R7W S14 BT.
6" Noble fir bears N124°E 3.5 ft. to face; scribed T2N R7W S11 BT.
10" Noble fir bears N87°-3/4°W 9.6 ft. to face; scribed T2N R7W S10 BT RS 707.
5" Fir bears S26°W 14.0 ft. to face; scribed T2N R7W S15 BT.

Set 4" x 4" x 60" white painted Cedar post 1.0 ft. SW of corner pipe.
Oregon State Forestry Department metal location poster on 6" Noble fir BT.

Dated December 16, 1974,

Rewitnessed by [Signature] Loren Steele, Forest Engineer

Present and witnessed by Steve Ellis
Terry Withrow