CERTIFIED RECORD OF LAND CORNER MONUMENTATION

History of original corner establishment:
This corner was set by Albert P. Wilson under Contract No. 555 dated June 25, 1890. He located this corner N. 0° 04 1/2' W. 40 chs. of the corner to 6-5. At that time he set a post:

"40.00 chs. Set post, 4 ins. sq., 4 ft. long, 24 ins. deep for 1/4 sec. cor. marked 1/4 S on W, from which:
A Fir, 20" diam, bears S 74° E 9 lks.
mdk "1/4 S BT".
A Spruce, 9" diam, bears N 47° W. 26 lks.
mdk "1/4 S BT".

In 1932 the Highway dept. found the Fir BT & Tied the Corner location to the centerline of old highway.
In 1940 USFS personnel found corner (Fir BT dead & down) They set a pipe & tied to 8" Alder.

Description of corner evidence found:
I found remnants of Fir stump (portion is up-rooted & slid down hill). The up-rooted portion shows rooted out face & ax marks. The corner position also fits closely with road tie. I was unable to establish PI's accurately as no reference iron had been set and had to use existing road centerline for PI. No evidence of 1940 pipe or Alder.

Description of monument and accessories I established to perpetuate the original location of this corner:
I set a 2 1/2" X 30" galvanized iron pipe with a flared bottom and a brasscap riveted to the top marked:

T 6 S R 10 W
1/4
S 6| S 5
1973
RLS 942.

From original evidence:
From which a:
11" Hemlock S 35° E 17.4 ft.
mdk "1/4 S 5 BT"
14" Alder S 69° W 10.9 ft.
mdk "1/4 S 6 BT" This Alder shows old line blazes & cruisers marks.
3/4" pipe bears N 40° 50' 28" W 27.02 ft.
This pipe was used by Hanna in CS A-1073.

Fir stump remnants S 74° E 9 lks.
(original BT)

Witnessed: E. R. Cook

Office of County Surveyor  County of Tillamook
State of Oregon I hereby certify that the within instrument was filed in this office
for record on the 20th day of August 1973, at 8:30 A.M. (am), (signed)

Registrar of Deeds

Set this 20th day of July 1973.

BOOK 5

Form R6-7100-57 (9/66)