CHAINS

RESTRICTED CORNER FOR STATE OF OREGON DEPARTMENT OF FORESTRY

Section corner common to Sections 11, 12, 13 and 14,
T6S, R9W, W1/2, Tillamook County, Oregon.

ORIGINAL

Post (now missing) from which a:
12” Fir beam 89°E 62 lbs.; now missing.
15” Fir beam 99°E 69 lbs.; now missing.
12” Fir beam 169°W 28 lbs.; now 20” uprooted stump, scribed 194 Visible.
15” Fir beam 82°E 21 lbs.; now missing.

RESTORED

6” x 36” galvanized iron pipe with 3” bronze cap marked “O. S. F. 19711111 BOARD OF FORSTRY T05 S09 R09 S12 S13 S14 S15 R09 S1111111”, 32 inches in ground, and from which a:
43” Fir beam 129°W 30.4 ft.4.4 m.; scribed T05 S09 R09 S12 S13 S14 S15 R09 S111111.
17” Hemlock beam 169°W 20# 9 lbs.; scribed T05 S09 R09 S12 S13 S14 S15 R09 S111111.
17” Fir beam 109°E 32 lbs.; scribed T05 S09 R09 S12 S13 S14 S15 R09 S111111.
5” Alder beam 169°W 13.4 ft.4.1 m.; scribed T05 S09 R09 S12 S13 S14 S15 R09 S111111.

Oregon State Forestry Department noted location post on 27” HD.
Center Line of State Highway 18 based post 62.9 ft.40.9 m.
Set 4” x 4” x 72” white painted Cedar post 2.0 ft. 0.6 m. of corner pipe.

Dated March 5, 1962

Restored by [Signature]

Present and witnessed by R. Schultz

BOOK 5 282