CERTIFIED RECORD OF LAND CORNER MONUMENTATION

History of original corner establishment:

Wilson in 1890 set a post 4" sq., 4' long, 24" in ground, mkd. 1/4 S on face from which:

Alder 18" diam. bears N 100°E, 35 1ks. mkd. 1/4 S BT
Hemlock 6" diam. bears S 40°E, 15 1ks. mkd. 1/4 S BT

Description of corner evidence found:

Monument found:

1 1/8" x 48" GIP set by J. Anliker, Longview Fibre, who found orig. NW Alder fallen with visible scribing and the original Hemlock stump with rotted face in 1953.

BT's found:

No remains of original Alder in 1979.
Hemlock stump, rotten, bears S 40°E, 15 1ks. (orig. BT).
Hemlock 22" diam. dead and standing, bears S 100°E, 8.7 ft., illegible scribing (Anliker BT).
Hemlock stump 16" diam. bears N 42°W, 30 ft. cut made below blaze (Anliker's BT).
Creek, as called for in original notes, is located 0.55 chs. E. of the corner point.

Description of monument and accessories I established to perpetuate the original location of this corner: September 11, 1979

Set an aluminum post (with magnet in top and bottom), 30" long, 3" diam., 24" in ground, with aluminum cap mkd.
1 1/8" GIP buried alongside aluminum post.

Accessories: Scribe new BT
Fir 46" diam. bears N 75°E, 44.3 ft., blazed and mkd. 1/4 S 2 BT.
No other suitable bearing tree available.
Painted 6" red band and face on BT.
Painted 6" red band and put ATTN sign on Anliker BT's.
Nailed brass washer mkd. LS 1017 to new BT.
Placed ATTN sign on post 3' east.
Placed ATTN sign on post 30' west.

Basis of Bearing
Staff compass was used with a declination of 21° E.

Witnesses:

Leonard Whitmore
Duane Girodette
Richard Chesbro

I certify this remonumentation and record thereof, was prepared by me or my assistants under my supervisory direction and is true and correct to the best of my knowledge.

Form RG-7100-57 (9/71)