Restored Corner for Publishers Paper Co. in Township 2 South, Range 9 West of the Willamette Meridian in Tillamook County, Oregon. Section corner common to Sections 21, 22, 27 and 28.

Magnetic variation 21 1/2° East.

ORIGINAL: G.L.O. 1880, post; missing
8" Spruce N 43° E 11 lks.; missing.
12" Spruce S 48° E 9 lks.; now 36" badly rotted Hemlock stump, in place, axe work remaining.
12" Spruce S 46° W 16 lks.; missing.
8" Spruce N 45° W 19 lks.; missing.

RESTORATION: W. E. Anderson 1950 (see book 1 page 88), 1" iron pipe; found 1" (outside diameter) iron pipe in place.
36" Hemlock N 62° E 39.7 ft.; now 38" rotted stump in place, scribe marks visable in partially closed face.
6" Hemlock N 76 1/2° W 15.8 ft.; now 12" rotted windfall, scribe marks visable.
30" Cedar S 2 1/2° W 101.8 ft.; now 42" in place, scribe marks visable in nearly closed face.

RESTORED: Set 5/8"X 30" iron rod with, 1 1/2" aluminum cap marked "T2SR9W21222728 983RS1098", 28" in ground in place of Anderson's iron pipe. From which a:
10" Alder bears N 14° E 62.6 ft. to bark scribes "T2SR9WS22BT1".
18"X 15" tall Hemlock stump bears S 14° E 13.8 ft. to face scribed "T2SR9WS27BT".
12" Hemlock bears N 39° W 23.7 ft. to face scribed "T2SR9WS21BT".

New BT's have 3/4" brass disk marked "RS1098" nailed to face and yellow metal location posters. Also yellow metal location poster placed on 30" Cedar BT.

DATED: May 5, 1983.

RESTORED BY: C. Wayne Cook, PLS #1098.

PRESENT AND WITNESSED BY: L. R. Edgar.