1. History of Corner Establishment and Subsequent Restoration:

\[
\frac{1}{4} \text{ Quarter Section}
\]

Perpetuated by Oregon State Forestry
in 1955 with state permanent
6" fir, 315°, 6'
12" fir, 57°, 92'
16" fir, N31°W, 98'

2. Description of Evidence Found:

After repeated search, a state I.D. lying
on the ground and the 36" stump were located.
Pulling from the original stump we found the \( \frac{1}{4} \) in
place, burned in debris.
The 36" BT with the date 1955 in place and 28"
the 6" BT now now a 19" fir.

3. Describe Monument, Accessories and Corollary Data to Perpetuate this Corner Location. Diagram corner and indicate meridian and reference to map of record. Surveyor's Field Book No.

Page No. Date of work

At the \( \frac{1}{4} \) corner, set the 6' Extent
Special post 12 North,
Drive a 6' Extent spike into North at base of each
reference BT.
A 36" fir, 57°, 62 to hand of spike
A 19" fir, N31°W, 825
A 16" fir, N72°E, 232
A 12" fir, S55°E, 107
The two new BT's marked with 4 Blazes (numbers) up
The face heavily painted, and a yellow location tag on
each above Blazes.

SURVEYOR'S CERTIFICATE

This corner record correctly represents work performed by me or
under my direction in compliance with the provisions of ORS 209.250,
Laws of 1996, Date.

Signature

BOOK 7 94