I FOUND A 1 1/2" IRON PIPE WITH A 3" OREGON STATE BOARD OF FORESTRY BRONZE CAP. (SEE T.C.S. MAP A-1034). I PLACED AN IRREGULAR MASS OF STONES AND CONCRETE AROUND THE FOUND IRON PIPE WITH BRONZE CAP.

HISTORY OF FOUND MONUMENT

THIS 1/16 CORNER WAS SET ON MAP A-1034 IN 1962, AND THE REFERENCES SET AT THAT TIME ARE NOW AS FOLLOWS:

(MAP A-1034) 18" HEMLOCK S.41°W. 4.6'; (FOUND, NOW A 19" ROTTEN HEMLOCK STUMP, 5' HIGH, FACE ROTTED OFF AND LAYING ON THE GROUND, Scribing VISIBLE).

(MAP A-1034) 28" HEMLOCK S40°E. 7.9'; (FOUND, NOW A 22" ROTTEN HEMLOCK STUMP, PARTIALLY UPROOTED, NO MARKS VISIBLE).

FOUND WHITE CEDAR POST, LEANING TO SOUTHWEST, 1.0' EAST.

NEW ACCESSORIES

*11" HEMLOCK N.82°W. 6.78', Scribed "CSl/16524CSBT". THE DISTANCE WAS MEASURED TO A NAIL WITH BRASS WASHER IN THE FACE BETWEEN THE B & T.

*13" HEMLOCK N.30°E. 1.10', Scribed "CSl/16524CSBT". THE DISTANCE WAS MEASURED TO A NAIL WITH BRASS WASHER IN THE FACE BETWEEN THE B & T.

*72" LIGHT HAT SECTION POST SOUTH 1.1'.

*INDICATES TILLAMOOK COUNTY SURVEYORS YELLOW METAL LOCATION POSTER ATTACHED.

REFERENCE SURVEYS OF RECORD

A-1034	OCTOBER 1962	RICHARD A. MORRIS	RS 401

COMMENTS

THIS CORNER IS LOCATED APPROXIMATELY 15' SOUTHWEST OF A GRAVEL LOGGING ROAD (ILLINGSWORTH CREEK).

THIS IS A PROPORTION CORNER, NO MEASUREMENTS WERE TAKEN TO DETERMINE ITS POSITIONAL VALIDITY.

IN THE PRESENCE OF AL DVORAK AND DAN MCNUTT

MARCH 24, 1999	TITLE

REGISTERED PROFESSIONAL LAND SURVEYOR

ALLAN E. DUNCAN, C.S.
OREGON JULY 14, 1987
ALLAN E. DUNCAN
793
EXPIRES 12-31-99