Section corner common to Sections 2, 3, 10 and 11, T3N, R10W, M., Tillamook County, Oregon.

ORIGINAL by C. J. Handley, August 30, 1873.
Post; missing, point falls in cat road.

- 36" Hemlock bears 343°E 49 lks.; now badly rotted stub 2 ft. high with no evidence of face. Now bears S50°E.
- 36" Hemlock bears S31°W 70 lks.; now badly rotted root crown. Now bears S20°W.
- 40" Cedar bears N50°W 28 lks.; now 46" x 4 ft. high badly rotted stump with no scribes visible. Now bears N13°W.

NOTE: Manius Buchanan, June 20, 1893 found a:
- 4" x 4" scribed post 2 ft. above ground; missing.
- 30" Hemlock bears S30°E 49 lks.; See above, Handley 1873 BT.
- 28" Hemlock bears S20°W 70 lks.; See above, Handley 1873 BT.
- 40" Cedar bears N13°W 28 lks.; See above, Handley 1873 BT.

RESTORATION by Richard A. Morris LS401, March 27, 1963 (Book 7, page 314, Tillamook County Records, Previously Unrecorded)
- 1½" x 36" galvanized iron pipe with 3" bronze cap, 30" in ground; found out of ground, out of place.
- 26" Hemlock bears N48°E 12.3 ft.; now a 27" upright with no scribes visible.
- 19" Hemlock bears S88°E 31.2 ft.; now a 32" x 6 ft. high stump, face closed.
- 5" Cedar bears S25°W 21.3 ft.; missing.
- 23" Hemlock bears N64°W 32.0 ft.; now a 34" x 6 ft. high stump, face closed.
- 4" x 4" x 60" white painted Cedar post 1.0 ft. NE of pipe; missing.

RESTORATION February 17, 2000
Var. 185°E
Reset Morris' pipe and cap, 32" in ground, with marks "LS1998-2000" added:

NOTE: Point falls in recent clearcut with no suitable trees available.

Metal location poster on Morris' BTs.
6 ft. orange carsonite post bears N30°W 1.0 ft.
Present and witnessed by David B. Buchholz and Clifford R. Foster.

Restored by

SURVEYED BY:
REGISTERED PROFESSIONAL LAND SURVEYOR

Anthony J. Klosterman
OREGON
July 21, 1998
Anthony J. Klosterman
1998
4807 THIRD STREET
TILLAMOOK, OR 97141
EXPIRES JUNE 30, 2001

BOOK 7: 315