Standard section corner common to Sections 31 and 32, T1N, R7W, W.M., Tillamook County, Oregon.

ORIGINAL by Samuel D. Snowden, September 15, 1856.
Post; missing.
6" Hemlock bears N71°E 25 lks.; missing.
3" Hemlock bears S53°E 28 lks.; now a 14" x 3 ft. high badly rotted stub with scribes BT visible, 14.5 ft. to center (see below).
16" Hemlock bears S33°W 59 lks.; missing, point falls in old cut road.
88" Red Fir bears N66°W 21 lks.; now a 72" x 4 ft. high stump with scribes BT visible. 15.84 ft. to center (see below).
10 lk. Branch bears West 1.5 chs., course S10°W; Now 1.6 chs., course N76°W.

RESTORATION by Henry Meldrum, September 4, 1884.
Found decayed Post, set new 4" x 4" squared post 24" in ground; missing.
Note: Meldrum finds Snowden's BT's as called, but reports the Fir at 24 lks. Also reports the branch at 2.6 chs.

RESTORATION by Louis W. Amor RE2311, November 19, 1952 (Book 2, page 232Tillamook County Records).
1½"x36" galvanized iron pipe with 3" bronze cap, 30" in ground; now 30", 24" in ground, from which a:
70" Fir snag bears N43°E 20.6 ft.; now 6 ft. high stump with face visible, but no scribes remaining. Found three cruisers marks.
6" Hemlock bears N77°W 98.6 ft.; now 26" with no face visible.

Note: Amor reports distances remaining measured from centers of original BT's and calls the Fir at 24 lks. and 3" Hemlock at 14.5 ft.

REWITNESSED February 5, 2001
Drove pipe 28" in ground and added marks "LS1998-2001" to edge of cap, from which a:
28" Hemlock bears N19°E 42.5 ft. to face; scribed SCT1RN7WS32BT.
27" Hemlock bears S59°E 48.1 ft. to face; scribed XBT.
21" Hemlock bears S33°W 7.4 ft. to face; scribed XBT.
19" Alder bears N22°W 49.2 ft. to barkscres; SCT1RN7W33BT.
Metal location marker on new Bts and Amor's 6" Hemlock Bt.
6 ft. orange carsonite post bears S60°W 1.25 ft.
Present and witnessed by David B. Buchholz, Clifford R. Foster and Chris R. Woodward.

Rewitnessed by