TILLAMOOK COUNTY REWITNESS
SEC. 14 T. 1N R. 10 W., WM.

HISTORICAL:
Hays Book "F" Page 92 1887. R.R. HAYS C.S.
Book "S" Page 444 & 445 U.S. JACKSON
Book "CT-18" Page 76 & MAP B-265 = F-41-71
Book "CT-24" Page 52 & MAP B-239
Book 2 Page 414 = MAP B-419 O.S.B.F.
MAP A-550 SEE FIELD NOTES (Quarry site)
MAP A-930 SEE FIELD NOTES (Old Co. Rd.)

FOUND: 1½" Iron Pipe with 3" Bronze O.S.B.F. Cap

<table>
<thead>
<tr>
<th>Description</th>
<th>Coordinates</th>
</tr>
</thead>
<tbody>
<tr>
<td>FD - O.K.</td>
<td>30° S. Spur, 502° W, 301'</td>
</tr>
<tr>
<td>OK</td>
<td>Est. End 18' Conc. 1N87°4' W, 26'</td>
</tr>
<tr>
<td>FD - O.K.</td>
<td>Highway Center 1N87°4' W, 43'</td>
</tr>
<tr>
<td>FD 4 x 4 post</td>
<td>1N4' x 60' Center Post 1N87°4' W, 60'</td>
</tr>
<tr>
<td>FD 4 x 4 post</td>
<td>1N4' x 48' Center Post S nearly 112°</td>
</tr>
</tbody>
</table>

COMMENTS:
Both in concrete & tile in fence line
2 Reference Monuments to C 1/4 of 14
9 x 4 1/2 x 4' Post N.W. = 1N87°30' W, 59' |
* 84" HAT SECTION - NORTH 12' from Rm 1 04-88

NEW ACCESSORY: USE C 1/4 to CE Y16 as
Meridian Refer to forestry maps

Horizon BT = Horizon BT
Fore sight = RM 2 F = RM 1
occupy = C 1/4 x 149°28.5' 0 = C 1/4
216° 01.5' Back sight = CE Y16
B = CE Y16

COMMENTS: Found 2" Iron Pipe & 2" brake pipe which was the O.S.B.F. Bronze Cap.
while occupying the C 1/4 1. Back sighted the CE Y16 and turned a Horizon Right 4 of 88° 48' to the BT, @ 52° 18' W, 301'.

IN THE PRESENCE OF: Gale Arthur  Al Duncan
Roger Knapp  GW. Saray

DATE: 4-6-72
PHOTO:

* = County corner tag affixed.