TILLAMOOK COUNTY REWITNESS
SEC. 23
E 1/4
COR. S 23 T 15 R 9 W. W., WM.

HISTORICAL:

BASIS OF Bearings SEE CS MAP B. 530

CONDITION

FOUND:
Position for 1/4 corner is totally obliterated by the movement of the Wilson River.

COMMENTS:

REWITNESS

1 SET 1/2" IRON PIPE WITH 3" BRASS CAP IN 10" CONCRETE CYLINDER

WC

FOR WC N 20° 42' 12" W 389.78' FROM TRUE 1/4 COR Position.
60" Hat Section 15' West

NEW ACCESSORY:

X 14" SPRUCE N 12° W 725' WC S 23 B'TCS
X 12" SPRUCE S 59° 2 W 53' WC S 23 B'TCS

DISTANCES ARE TO NAIL WITH BRASS WASHER
IN THE FACE.

THIS CORNER IS THE 1/4 OF S 23 T. 15 R. 9 W. W. ONLY!

COMMENTS: This WC was set because the true 1/4 cor is now located on an active gravel bar on the N side of the Wilson River. This WC is located 50' North of the Top of the N. Bank and 15' East of a gravel Road.

IN THE PRESENCE OF: DAN MCNutt & DUROAK AL DUNCAN

DATE: 7-30-84
PHOTO#:

* = County corner tag affixed.