TILLAMOOK COUNTY REWITNESS

1/4

COR. 26 25 25 R 9 W., WM.

HISTORICAL:

G.L.O. P.5, S.53 257 1884

Book PAGE MAPS

1 384 A 375

1 384 A B 449

CONDITION

Good

FOUND

1/2" I.R. WITH 3" B.C. O.S.B.F. BK1 P.384

10" CEDAR S.43°E. 46 LKS G.L.O. P.53

NOT FOUND

4" HEMLOCK S.30°15'W. 33 LKS G.L.O. P.53

* Now 15" FACE GROWN OVER 7" HEMLOCK S.29°15' E. 51' FT. BK1 P.384

* Now 15" FACE GROWN OVER 5" HEMLOCK N.69°W. 13' FT. BK1 P.384

Now 15" O.S.B.F. YMLP

T II ALDER N.45°E 32' FT. BK1 P.384

4" X 4" X 50" W.C.P. ROTTED OFF LAYING ALONGSIDE CORNER

COMMENTS: SEE HAROLD WILLIAMS AFFIDAVIT 2/24/59 BK1 P.384A

A 10'Ø SPR. STUMP WITH AXE WORK BEARS NORTH 28°

REWITNESS

1 SET CONCRETE CYLINDER AROUND FOUND O.S.B.F. 1/2" I.R. PIPE WITH 3" BRASS CAP.

* 60" Hat Section NORTH 15 FEET

NEW ACCESSORY:


COMMENTS: THIS CORNER IS LOCATED ± 200' NORTH OF A LOGGING ROAD AND ± 300' NORTH OF SIMMONS CREEK. A ± 0.2 MILES FROM WHERE OLD LOGGING ROAD CROSSES SIMMONS CREEK ON OLD LOG BRIDGE.

IN THE PRESENCE OF: DAN McNUFF AL DOVARAK

DATE: 3-5-85 PHOTO#:

TITLE

* = County corner tag affixed.