### Tillamook County Rewitness

**Tillamook County Rewitness**

**Sec. Cor.** 615 718 T 35 R 9 W., WM.

### Historical:

<table>
<thead>
<tr>
<th>Book</th>
<th>Page</th>
<th>Maps</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>498</td>
<td>A-1075  A-2520</td>
</tr>
<tr>
<td></td>
<td>103</td>
<td>B-1073  A-1152</td>
</tr>
<tr>
<td></td>
<td></td>
<td>B-1074</td>
</tr>
<tr>
<td></td>
<td></td>
<td>B-69</td>
</tr>
</tbody>
</table>

### Condition Disturbed Found:

- **2" Iron Pipe with 3" Brass Cap**
- **12" Hemlock**
  - S. 18° W., 2.3 Lks., G. L. O. P. 44
- **4" V. Maple**
  - S. 35° E., 26 Lks., G. L. O. P. 44
- **4" V. Maple**
  - N. 71° E., 16 Lks., G. L. O. P. 44
- **15" Hemlock**
  - N. 45° E., 56 Lks., G. L. O. P. 44
- **27" Fir**
  - S. 23° E., 56.1 Lks., Maj. E., F. C. 1587
- **20" Hemlock**
  - S. 51° W., 29 Lks., F. C. 1587
- **20" Hemlock**
  - N. 30° W., 6 Lks., F. C. 1587
- **30" Hemlock**
  - N. 22° E., 59 Lks., F. C. 1587

### Comments:

- Now 31' stump, 30" Hemlock, 10' high, scarring 5C visible, faces SE

---

### Rewitness

1. **Concrete Cylinder Around Found 2" Iron Pipe with 3" BLM Brass Cap.**
   - *60" Hat Section* 5.6° E., 17 Feet

### New Accessory:

- Area is now clear cut; no trees left.

### Comments:

- This corner is located ± 300' south of a gravel logging road ± 300' west of the power lines & on the south side of a small ravine. FD movement had been disturbed by current logging operation and was checked for validity by field ties to ½ cor & T5S R9W. And ¾ T5S R9W again in the presence of:
  - Al Dvorak Dan McNutt

### Recent Ties Map

B-1073, B-1074, B-1075

**Date:** 2-5-85

* = County corner tag affixed.