CORNER RECORD (SEARCH)

R.D. HEBO
N.F. Siuslaw

County TILLAMOOK
State OREGON

Ref. FSM 7151.4

Tract No. 604

CORNER DIAGRAM

10

15

DESCRIPTION CORNER MONUMENT FOUND
GLO '882 SET POST & MARKED:
A 30' HEMLOCK, S. 10°E, 15 LKS.
A 16' HEMLOCK, N. 8°W, 12 LKS.

DESCRIPTION BEARING TREES OR OTHER OFFICIAL ACCESSORIES FOUND
M. WHITMORE, USFS, 6-14-54 BY RECORD FOUND THE
ORIGINAL S.E. BT A 36' HEM. SNAG, S. 10°E, 15 LKS. WITH
THE SCRIBE FACE PARTIALLY BURNED AWAY BUT SCRIBED
MARKS, SHOWING WITH A CRUISER MARK A
ABOVE SCRIBING. HE FOUND ROTTED REMAINS OF THE ORI-
GINAL N.W. BT.

WHITMORE SET 3/4 GALV. PIPE AT THE CORNER POINT.

DEScribe CORNER LOCATION RELATIVE TO NEAR-BY FEATURES, ALSO HOW TO REACH CORNER
I-15-72
I found the 3/4 GALV. PIPE from which is a 30' ROTTED
HEMLOCK STUMP S. 10°E, 10 FEET. THE SCRIBE MARKS
SEEN BY M. WHITMORE, 1954 HAVE SINCE ROTTED OFF.
His location tin is missing but four nails are
STILL IN THE SIDE OF THE STUMP.

I FOUND A REMNANT OF THE ORIGINAL N.W. BT N. 8°W, 8 FT.

Leonard Whitmore

CORNER RECORD (PERPETUATION)

MONUMENT: DESCRIBE NEW MONUMENT SET, OR WORK DONE TO
SERVE EXISTING MONUMENT.

SET IRON POST ALONGSIDE THE 3/4 GALV. PIPE AND ATTACH A "PENALTY"

Penalty

D or STAY "SIGN."

ACCESSORIES: DESCRIBE NEW BT, WITNESS OBJECTS ETC. ESTABLISHED, OR WORK DONE TO PRESERVE EXISTING EVIDENCE

SCRIBE 2 NEW WITNESSES:
2' FIR, N. 89°W, 9 FT. TO NAIL HEAD AT SCRIBED "B" SCRIBED 4' 10" CS BT.
3' FIR, S. 4°W, 6' 3" FT. TO NAIL HEAD AT SCRIBED "B" SCRIBED 4' 15" CS BT.

THE PRESENCE OF GARRY WHITMORE DARYL WHITMORE
1-15-1972

Leonard Whitmore, Title Co. Dist. Surveyor

WORK DONE BY

Leonard Whitmore

STATE REGISTRATION NO.

D 1-15-1972

MARKS

THE CORNER POINT IS LOCATED ON A SOUTH SLOPE 70 FEET NORTH
OF A CREEK RUNNING S.W.

CORNER WHITMORE IS A DEPUTY COUNTY SURVEYOR EMPowered TO
RE-WITNESS POSITIVE EVIDENCE OF ORIGINAL MONUMENTS.