CORNER RECORD (SEARCH)

Tract or Survey No. ______

Cor. No. ______

DESCRIPTION

Describe corner monument found GLO 1882 set post 4 marked:
A. 20" Hemlock, N. 70° W., 200 LKS.
B. 32" Hemlock, N. 60° E., 320 LKS.
C. 24" Hemlock, S. 44° E., 240 LKS.
D. 22" Hemlock, S. 44° W., 220 LKS.

Describe bearing trees or other official accessories found:
M. Whitmore, USFS, 1984 found the original S.W. BT with scribe marks "5 BT" showing. The 3 other BTs were dead hemlocks with scribe marks rotted away.

By record he set 3/4" Galv. pipe at the corner point.

I found 1/2" pipe with screw cap. A 3/4" Galv. pipe sets alongside.
I found no rotted hemlock stub 15' high S. 41° W., 22' F.T.

A chopped out face. An old location tin is attached with scribe marks seen by Whitmore have since rotted away.

I over.

Leif Hand

W. Whitmore

Jailer

N. 71° 50'

1-15-72

CORNER RECORD (PERPETUATION)

MONUMENT: Describe new monument set or work done. PRESERVE EXISTING MONUMENT.
Iron fence post alongside 3/4" Galv. pipe. Attached penalty to destroy.

LEIF HAND WITNESS IS A DEPUTY COUNTY SURVEYOR EMPowered TO REWITNESS POSITIVE EVIDENCE OF ORIGINAL MONUMENT.

ACCESSORIES: Describe new BTs witness objects etc. established or work done to preserve existing evidence:
I Mark 3 new witnesses:
A. 25" Hemlock, N. 29° E., 165 F.T. To Nailhead at scribed "B" scribed Tree #10. S.B.T.
B. 25" Hemlock, N. 46° W., 125 F.T. To Nailhead at scribed "B" scribed Tree #10. S.B.T.
C. 7" Hemlock, S. 24° E., 18 F.T. To Nailhead at scribed "B" scribed Tree #10. S.B.T.

Put location tags on new witnesses and the original S.W. BT stub.


Work done by:

Certified Cor. Record prepared? Yes No

Date: ________

State Registration No. ______

Tract or Surv. No. ______

Sec. Cor. Co. ______

Remarks: The original S.E. BT stub is standing but scribe marks are gone.
The original N.E. BT is uprooted.
The original N.W. BT is gone.

Handwritten:

[Signature]

[Date] 1-15-72