TILLAMOOK COUNTY
T6S R10W Sec. 14

1615

1/4 COR. 1615 T 35 R 10 W WM

HISTORICAL:

<table>
<thead>
<tr>
<th>BK</th>
<th>PG</th>
<th>MAPS</th>
</tr>
</thead>
<tbody>
<tr>
<td>6</td>
<td>93</td>
<td>0-1085</td>
</tr>
<tr>
<td>6</td>
<td>50</td>
<td></td>
</tr>
</tbody>
</table>

RE/WITNESS BIN 6-5205

CONDITION: GOOD

FOUND: 2" IRON PIPE WITH 3" BRASS CAP BK 6 PG 99

2. NOW 35" STUMP SIPPING

10" HEMLOCK N 40° E 37 LKS GLO PG 30

NOT FOUND

12" HEMLOCK S 15° W 57 LKS GLO PG 30

2. GOOD STILL STANDING

15" HEMLOCK N 67° W 29 LKS BK 6 PG 99

COMMENTS:

RE/WITNESS

1 SET CONCRETE CYLINDER AROUND FOUND 2" IRON PIPE WITH BRASS CAP (BLM) BOOK 6 PAGE 99

T-35 R10 W 1/4 S16 515 1378

NEW ACCESSORY: added 1-21-85 257 DTC S

10" HEMLOCK N 70° W 1478 1/4 S10BT CC

12" HEMLOCK NORTH 238 1/4 S15BT CC

MEASUREMENTS WERE TAKEN TO A NAIL AND BRASS WASHER BETWEEN THE SCREWED "G" "T" ON BEARING FACES.

COMMENTS: THIS CORNER IS LOCATED IN THE SW COR OF A RECENTLY CLEARCUT AREA, BEARS N 35° E 55° FROM AN INTERSECTION OF LOGGING ROADS, & IS 15' SOUTH OF A SMALL CREEK.

IN THE PRESENCE OF: DAN MCNUTT AL DVOVAK

DATE: 1-16-85 PHOTO#: 5895

* = County corner tag affixed.