CORNER RECORD (SEARCH)

CORNER MONUMENT FOUND
GLO 1898 SET ALDER POST & MKD.
14" FIR, N. 32° W., 29 LKS.
10" ALDER, S. 9° 30' E., 42 LKS.

Bearing Trees
Found 18" ALDER, S. 9° 30' E., 42 LKS. With healed witness face. I chopped open and found a decayed face but found the letter "B" on the full wood. The orig. N.W. BT is entire gone.

Corner Location
Describe corner location relative to near-by features, also how to reach corner.

As this area will soon be logged I mark 2 witness trees.

Determine the cor. point using the recorded bearing and distances from the orig. S.E. ALDER.

CORNER RECORD (PERPETUATION)

Set 3X3X24 LIMB POST MKD. N/S ON NORTH SIDE.
Set Aluminum post with location poster 2 FT. N.E. of post.

Accessories
Describe new BT's, witness objects etc. established, or work done to preserve existing evidence.

New BT's:
45" FIR, N. 4° 30' W., 16' FT. MKD. 1/2 BT CS.
48" FIR, S. 69° W., 84' FT. MKD. 1/2 BT CS.

Leonard Whitmarsh, Tilla, Co. dep. surveyor

Paint red band & put BT signs on witnesses
Note: Deed Submitter, M. S. county surveyor, qualified to

Required by Co. Surveyor