CORNER RECORD (SEARCH)

Tract or Survey No. Cor. No. V-7

County Tillamook

State ORR

AS R. 9N

R.D. Hebo

N.F. Siuslaw

CORNER DIAGRAM

Describe corner monument found: THE ORIG. POST IS GONE.

Describe bearing trees or other official accessories found:

Found 30° S NAG, N 67° W, 20' LKS. (AS ORIG.) WITH MKS. ROTTED OFF.

Found 40° S NAG, S 60° E, 43' LKS. (AS ORIG.) WITH MKS. BURNT OFF.

Describe corner location relative to near by features, also how to reach corner:

From this point to the west 243 ft., is a orig. line blaze on a slab that had fallen off a snag.

To the east 136 ft., is a orig. blaze on a pitch slab of a snag, also a orig. line blaze on a snag.

Approx 1/2 mile to the east, the cor. point is 1/2 mi. E. of the N-S sec. line. With this evidence I set cor.:

MONUMENT: Describe new monument set, or work done to preserve existing monument:

Set 1 " pipe 3' above ground.

RIDGE TOP. RUNNING E-W 1/4 FT. TO THE SOUTH.

ACCESSORIES: Describe new 87% witness objects etc. established, or work done to preserve existing evidence:

MARK 2 NEW BT's:

Alder, S 23° 30' E, 33' LKS. MKD. 4S 32 BT. Leonard Whitmore, Forestry Tech.

Spruce, N 2° E, 9' LKS. MKD. 4S 29 BT. Wrenel Jones, Witness.

M. Whitmore