CORNER RECORD (SEARCH)

R.D. Hebo County Tillamook
N.F. St. in SLAW State OR.

Corner Monument Found
GLO 1879 SET FOR POST 4 MARKED:
40° SNAG S. 16° E. 7'LKS.
14° SNAG N. 66° E. 16' LKS.

Describe Bearing Trees or Other Official Accessories Found
M. Whitmore, 1956 SET 24" IRON PIPE 2' HIGH.
He found 54" SNAG S. 16° E., 48 FT. SLOPE DISTANCE.
FACE IS SHOWING BUT SCRIBING IS WORN AWAY.
HE REMARKED THIS TREE "1/4 S 15° BT."
A ROTTED FIR STUMP N. 66° E., 43° SLOPE DIST. MARKS
REMARKED AWAY.

Describe Corner Location Relative to Near-by Features, Also How to Reach Corner
M. Whitmore scribed one new BT:
30° FIR, 6 PRONGED TOP, N. 42° E., 36 FT. SLOPE DIST.
SCRIBED "1/4 S 10° BT."
I found the pipe and BT's in good condition.
REMEASURE TO SIDE CENTER AND HORIZONTAL DISTANCES
36' FT. TO N.E. BT. 10' E. BT

Corner is, on gentle S.W. slope in heavy stand of S.A. H.
T. 4S R. 16W. 1/4 Cor. 43

Monument: Describe New Monument Set, or Work Done to Preserve Existing Monument

Accessories: Describe New BT's, Witness Objects Etc. Established, or Work Done to Preserve Existing Evidence

Work Done By: ____________________________ Title: ____________________________ Date: ____________________________

State Registration No._______________________ or Agency ____________________________ Date: ____________________________

Certified Corner Record Prepared? Yes No ____________________________ Filed At: ____________________________

REMARKS: Corner is, on gentle S.W. slope in heavy stand of S.A. H.
T. 4S R. 16W. 1/4 Cor. 43

Q