CORNER RECORD (SEARCH)

CORNER MONUMENT FOUND

GLO 1879 SET POST + MKD:
- 24" FIR, N 86° E, 480 LKS.
- 36" FIR, N 60° W, 100 LKS.
- 36" FIR, S 32° W, 340 LKS.
- 24" FIR, S 87° E, 136 LKS.

DEScribe bearing trees or other official accessories found:
- Found 3¾ YAY. PIPE.
- Found decayed fir stump, N 86° E, 480 LKS.
- Found badly decayed fir stump, N 60° W, 100 LKS.
- Found decayed fir stump, S 32° W, 340 LKS.
- Found 50′ snag, S 39° E, 136 LKS, with face weathered away, with a old rusted location tin marked.

DEScribe corner location relative to near-by features, also how to reach corner:
- Described by 1 old bearing tree.

OBSERVATIONS:
- Found a creek 6 chains east as in orig. notes.
- It is my opinion scribing was seen on the s.e.
- But when the location sign was attached.

Signature: [Signature]
Date: 7-14-76

CORNER RECORD (PERPETUATION)

MONUMENT, DESCRIBE NEW MONUMENT SET, OR WORK DONE TO PRESERVE EXISTING MONUMENT

ACCESSORIES DESCRIBE new bt's witness objects etc. established, or work done to preserve existing evidence

Work Done By: ___________________________ Title: ___________________________ Date: ___________________________
State Registration No. ___________________________ or Agency ___________________________ Date: ___________________________

Certified or record prepared by: Yes No Filed At: ___________________________ Date: ___________________________

REMARKS

ATTACH LOCATION SIGN ON A ALDER, S 43° W, 10 FT.