CORNER RECORD (SEARCH)

Tillamook County

CORNER MONUMENT FOUND

DESCRIPTION OF MONUMENT:

1) Pipe 36" above ground in poor condition and found in a rock mound. A 12" Remnant of a post is alongside the pipe with visible marks "SC" on the side of post.

2) BEARING TREES OR OTHER OFFICIAL ACCESSORIES FOUND:

1987 W. V. Hayes, Tilla Co. Surveyor Set a post and marker.

The following snags:

30°, Snag, 6.37 W., 72 E. 51' 3".
34°, Snag, 5.74 W., 63 E. 51' 3".
26°, Snag, 9.12 W., 126 E. 51' 3".
32°, Snag, 9.12 W., 126 E. 51' 3".

RELATIVE TO NEAR-BY FEATURES, ALSO HOW TO REACH CORNER:

The above-mentioned BTs are in their proper bearings and distances but all marks are retted away. The S.W. BT has a tin marked "Old BT, Do Not Destroy" by Whitmire in 1956. He states: There were no signs at that time.

Re-located 3-2-68.

Found a 14" Alder, S. 42° E., 197 ft. with mks. BT at 6835.3 ft.

Signature

Rev. 45 5

CORNER RECORD (PERPETUATION)

MONUMENT: DESCRIBE NEW MONUMENT SET, OR WORK DONE TO PRESERVE EXISTING MONUMENT

I set 1" yellow pipe 30" above ground.

The corner is located at the base of a steep south slope.

ACCESSORIES: DESCRIBE NEW BTs, WITNESS OBJECTS ETC. ESTABLISHED, OR WORK DONE TO PRESERVE EXISTING EVIDENCE

I mark 2 additional BTs:

13° Fir, N. 41° E., 102 ft. MKD. T6S R9W S216S BT.
20° Fir, N. 31° W., 9 ft. MKD. T6S R9W S20CS BT.

Witness: M. Whitmire

By Leonard Whitmire, Tilla Co. Deputy Surveyor 1967

Certified Cor. Record Prepared? Yes No

REMARKS

Leonard Whitmire, Tilla Co. Deputy Surveyor 1967