<table>
<thead>
<tr>
<th>CONDITION</th>
<th>FOUND:</th>
<th>1&quot; IRON PIPE</th>
<th>MAP B-842</th>
</tr>
</thead>
<tbody>
<tr>
<td>40&quot; SPRUCE</td>
<td>5.53°</td>
<td>W. 71° 15'</td>
<td>S. 6.2° W</td>
</tr>
<tr>
<td>36&quot; SPRUCE</td>
<td>6.54°</td>
<td>S. 70° 40'</td>
<td>S. 6.4° W</td>
</tr>
</tbody>
</table>

**COMMENT:**

1 SET 2" IRON PIPE WITH 3" BRASS CAP IN 10" TILE & CEMENT @ PROPORTION POSITION; SEE MAP B-842.

**NEW ACCESSORY:**

1/4 5 6/5 7
RS 287
1979

**COMMENT:** THIS CORNER WAS SET AT THIS POSITION AFTER CLOSE EVALUATION DETERMINED THIS POSITION TO BE MORE CORRECT; A FIELD CHECK WAS ALSO MADE TO DETERMINE ITS VALIDITY. I SET A 3/8" IRON ROD @ OLD POSITION.

**IN THE PRESENCE OF:**

Gale Arthur Dan McNutt

**DATE:** 8-13-79

**PHOTO:** JPH-97

**TITLE:**
TILLAMOOK COUNTY REWITNESS

N. 7-0-10 SEC. 6 1/4 COR. 7 T. 5S R. 10 W., WM.
S. 6 GLO T5SR10P 53-13 (1872)

HISTORICAL:

<table>
<thead>
<tr>
<th>Book</th>
<th>Page</th>
<th>MAPS</th>
</tr>
</thead>
<tbody>
<tr>
<td>S3</td>
<td>196</td>
<td>A-684 WEA</td>
</tr>
<tr>
<td>53</td>
<td>1871</td>
<td>6 T5SR10 on October 1965 A-1273 3lc</td>
</tr>
</tbody>
</table>

Condition: Gone
Pipe Destroyed by CAT Work

Gone
1 1/2" Iron Pipe Set by: Stan Skinner See field notes

Gone
GLO SET 15X10-7 STONE 1872 GLO P 53-13

*FD NOW 40" 24" Spruce 5B3"W-71"S SAS Skinner notes

*FD NOW 30" 24" Spruce N64°30"W 5B3" SAS Skinner notes

COMMENTS:

REWITNESS

I SET 2" IRON PIPE WITH 3" BRASS CAP IN 18" TICE AND CEMENT FROM FOUND BK 5 PG 271 S SKINNER B.T.

1/4 S 6 57 RS 287

1976

NEW ACCESSORY:

COMMENTS: THIS CORNER IS LOCATED ON A HILLSIDE 100 FEET WEST OF A GRAVEL ROAD CORNER WAS DESTROYED BY CAT WORK.

IN THE PRESENCE OF: DAN MCNUTT, GALE ARTHUR

DATE: 12-17-76

* - County corner tag affixed.