CORNER RECORD (SEARCH)

Describe corner monument found: GLO 1908 set post 4 MK
16" spruce, N. 62° 15' E, 14 LKS.
12" fir, S. 21° W, 18 LKS.

Describe bearing trees or other official accessories found:
Found ½ pipe alongside old original post 4 MK. 4 MK.
2½ Rotten and poor condition.
Logging has apparently destroyed the original post.

Describe corner location relative to near-by features, also how to reach corner:
Corner is under east edge of a log road.
Is about 100 ft. north. Log road is 200 ft. west.

PHOTO IDENTIFICATION DATA

Photo No.
Filed At.
Object Id
Ident. By

Signature

PLANE COORDINATE POSITION DATA

State
Zone X

Signature

Title
Division
Headquarters
Date

MARK WHITMORE, Forestry Tech, Tillamook

CORNER RECORD (PERPETUATION)

Set ½ pipe.

Accessories: Describe new BT & witness objects etc. Established, or work done to preserve existing evidence.

Scribe 2 new BT's:

3" double hem., N. 22° E, 12 ½ FT. Scribed "35 BT" side-center.
9" hem., N. 35° W, 17 FT. Scribed "36 BT". Var. 2 ½°

Leonard L. Whitmore, Tillamook County Deputy Surveyor.

Work Done By
Title
State Registration No.

Remarks