CORNER RECORD (SEARCH)

Tract or Survey No. Cor. No.

Describe Corner Monument Found: G.C. 1880 Set Post 4
24" H.E.M. S. 46° E. 3.4 Lks.
24" H.E.M. S. 28° E. 3.4 Lks.
36" H.E.M. N. 4.2 W. 2.2 Lks.
36" Fir, N. 35° W. 3.2 Lks.

Describe Bearing Trees or Other Official Accessories Found: By Record, John Forrest, circa 25 years ago. One original W.T. legging and windthrust post destroyed.

Other B.T.:
He used a 16" hem. file corner, scribing 1.0 on N.E, 1.5 on S.W., 1.0 on S.E, and 1.5 on S.W.

Describe Corner Location Relative to Near-By Features, Also How to Reach Corner:
Found by first mark, S. 50° W. 34.3 ft. to old marks and one scribe mark. The corner is located on the original distance and bearing.

Former Surveyor:

[Signature]

[Title]

Headquarters:

[Signature]

Date: 3-17-74

From the Orig. SW. B.T., the Corner Point:
N. 70° W. 5 ft. from corner by John Forrest.

CORNER RECORD (PERPETUATION)

Set 3/8" Iron Rod

Accessories: Describe New B.T.'s Witness Objects Etc. Established, or Work Done to Preserve Existing Evidence:

I scribe trees:
24" H.E.M. S. 70° E. 6 ft. scribed "TCE 9WS 17 BT" VAR. 21
8" Fir, N. 35° W. 16 ft. scribed "TCE 9WS 17 BT" Distances are to
16" H.E.M. N. 57° E. 38 Lks. scribed "TCE 9WS 17 BT" Side-Center.

Leonard Whitman, Tillamook County Deputy Recorder 3-19-74

Certified Cor. Record Prepared: Yes

Remarks:

Index File No.: T.65 R.9 W. M

Tractor Surve No. Sec. Cor.