Describe corner monument found by GLO 1890 MKD, 8" HCM P. for corner, and 3 BT's:
- 10" spruce, S. 50° E., 21 LKS.
- 12" alder, S. 10° W., 21 LKS.
- 4" alder, N. 7° W., 41 LKS.

Describe bearing trees or other official accessories found by record. M. Whitmore, USFS, 1950 found 2 BT's fallen with visible scribing. He set 1 1/2" iron pipe.
- 4-16-73 I found the 1 1/2" pipe. 14 1/2 FT.
- Found Remnant of a rotted alder S. 10° W., to stump hole.

Describe corner location relative to nearby features, also how to reach corner. The S.E. and N.W. BT's are gone.
- Found 40" fir, S. 70° W., 4 FT. To face with an old rusted location sign. In addition, a more recent Longview-fibre location sign.

I blaze X on face.

Accessories: Describe new BT's, witness objects etc. Established, or work done to preserve existing evidences.

[Signature]

J. Whitmore, Forester, Fairfield N OBS. 4-16-73

Work done by: [Signature] Title: [Title] Date: [Date] State Registration No: [No]

Certified Cor. Record Prepared? Yes: [Yes] No: [No] Filed At: [File At] Date: [Date]

Found 16" HEM. N. 39° E., 3 FT. With old Cruiser mark. A 14" face and attach location sign.

Old original blazes are to the South, East, and West corner is located on a east slope.

J. Whitmore, USFS, 4-16-73