Describe Corner Monument:

- GLO 1880 Set Post & Mark
  - 8' Alder, N. 25° E., 100 Loks.
  - 8' Alder, S. 70° W., 20 Loks.
  - 8' Alder, N. 84° W., 8 Loks.

- GLO 1908 On Retracement Found Only The SW B. BT
  - Left Marked in 1880.
  - He then Marked 2 New Witnesses:
    - 24' Alder, N. 70° W., 17 Loks.

Describe Corner Location Relative to Near-By Features, Also How to Reach:

5-3-61

I found the original post lying upon the ground with visible scribe marks "SI8" and "SI17".

N. 70° W., 17 Loks. An old rotten stump (Alder).

L. Whitmore, USFS.

Location: Describe New Monument Set, or Work Done To Preserve Existing Monument

I set 3' x 3' x 40" spruce limb at corner point scribed "SI17" on N.E.

I set another 3' x 3' x 40" spruce limb at corner point scribed "SI18" in N.W. sides.

L. Whitmore, 5-3-61

Accessories: Describe New B.M. Witness Objects Etc. Established, or Work Done To Preserve Existing Evidence

- HEM, N. 50° E., 155 ft. Slope Dist. To Side Center,
- T6 SR10 W 17 FS BT,
- "T6 SR10 W 17 FS BT,"
- "VAR. 21° L. Whitmore, 5-3-61"

Work Done By: __________________________ Title: __________________________ Date: __________________________

State Registration No: __________________________

Certified Corner Record Prepared? Yes No Filed At: __________________________

Remarks:

2-7-73

I found my corner post & original post lying upon the ground.

At corner point I set ½" iron rod.

"BT"s are still in correct position.

L. Whitmore, USFS, 2-7-73